
LUSTER



Features:
Delivers light with 80W or 120W CLUSTERLITE®

Offers 15,000 hours service life with built-in electronic ballast in lamp

Easy height adjustment with adjustable wire suspension

Choices of PC reflector or Aluminium reflector

Reinforced with glass cover for extra safety

Offers excellent light transmission

For Low-Bay applications

LUSTER
Indoor Lighting

Industry Standards
Europe
EN60598-1
EN60598-2-1

MM00833
Low-bay

MM00834
Low-bay

Installation Methods
Suspended

Applications
Bus & Train Terminus
Exhibition Halls
Showrooms
Factories
Warehouses
Shopping Malls
Gymnasiums

Body Colours
Silver

Materials & Finish
Body

Material : Aluminium (MM00834)

Reflector
Material : PC*
Finish : Gloss

Material : Aluminium#

Finish : Sand Blast / Brush Gloss

43800MM+33800MMpmaLdednemmoceR

MM60154
E40 / 80W

MM60254
E40 / 120W

MM01886
Low-bay

Delivers light with E27 CLUSTERLITE  lamps + MM30302 + MM30304 (MM01886)®

Recommended Lamp MM01886

MM30302
E27 / 30W - 2700K

MM30304
E27 / 30W - 4000K

+ Megaman E27 Clusterlite lamps

 lamps (MM00833 + MM00834)

Material : Acrylic (MM00833 / MM01886)

protection plates available from 3rd quarter 2009 (optional)



LUSTER
Indoor Lighting

Measurements
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Aluminium reflector
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Acryl reflector

Ø316mm

Specifications

Model No.
Maximum Wattage(W)
Voltage(V)
Frequency(kHz)
Lamp Holder
No. of Lamps

Max. cd
Beam Angle(°)
Light Output Ratio
 - ULOR
 - LLOR

Measurements(mm)
Weight(g)
 - luminaire only
 - luminaire with lamp

IP Protection
Recommended lamp
Power Supply
Power Cable
Standard Pack

MM00833
120
230~240
50/60
E40
1

(MM60154)
1044
85

--------
--------

Ø316 x H400

2748
3306

IP20
MM60154 / MM60254
Integrated
--------
1(1)

(MM60254)
892
210

--------
--------

Ø316 x H400

2748
3074

MM00834
120
230~240
50/60
E40
1

(MM60154)
2661
72

--------
64

Ø316 x H414

2743
3301

IP20
MM60154 / MM60254
Integrated
--------
1(1)

(MM60254)
3303
136

--------
70

Ø316 x H414

2743
3069

MM00834
+ MM60254

MM00833
+ MM60154

MM00833
+ MM60254

MM00834
+ MM60154
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MM00834 + MM60254

MM00833 MM00834

Ø317mm

339mm

MM01886

MM01886
100
230~240
50/60
E27
1

(MM01089)
1044
85

--------

Ø317 x H339

1100
1653

IP20
MM30302 / MM30304 / E27 Clusterlite lamps

--------
1(1)

(MM01171)
644
285

--------

Ø317 x H339

1100
1678

-------- --------

--------

Acryl reflector



Features:
Delivers light with 200W or 320W CLUSTERLITE® lamps

Offers 15,000 hours service life with built-in electronic ballast in lamp

Easy height adjustment with adjustable wire suspension

Choices of PC reflector or Aluminium reflector

Reinforced with glass cover for extra safety

Offers excellent light transmission

For High-Bay applications

LUSTER
Indoor Lighting

Industry Standards
Europe
EN60598-1
EN60598-2-1

MM00836
High-bay

MM01030
High-bay

Installation Methods
Suspended

Applications
Bus & Train Terminus
Exhibition Halls
Showrooms
Factories
Warehouses
Shopping Malls
Gymnasiums

Body Colours
Silver

Materials & Finish
Body

Material : Aluminium

Reflector
Material : Aluminium
Finish : Sand Blast / Brush Gloss

Recommended Lamp

MM60354
E40 / 200W

MM60454
E40 / 320W

dustplate:

protection plates available from 3rd quarter 2009 (optional)



LUSTER
Indoor Lighting

Measurements

High-bay

Aluminium reflector

Ø416mm

571mm

Aluminium reflector

Ø516mm

647mm

Specifications

Model No.
Maximum Wattage(W)
Voltage(V)
Frequency(kHz)
Lamp Holder
No. of Lamps

Max. cd
Beam Angle(°)
Light Output Ratio
 - ULOR
 - LLOR

Measurements(mm)
Weight(g)
 - luminaire only
 - luminaire with lamp

IP Protection
Recommended lamp
Power Supply
Power Cable
Standard Pack

MM00836
320
230~240
50/60
E40
1

(MM60254)
2927
105

--------
74

Ø416 x H571

3926
4576

IP20
MM60254 / MM60454
Integrated
--------
1(1)

(MM60454)
3524
110

--------
54

Ø416 x H571

3926
4926

MM01030
320
230~240
50/60
E40
1

(MM60254)
4995
81

--------
72

Ø516 x H647

3938
4588

IP20
MM60254 / MM60454
Integrated
--------
1(1)

(MM60454)
5498
92

--------
60

Ø416 x H543

3938
4938

MM00836
+ MM60454

MM01030
+ MM60254

MM01030
+ MM60454

MM00836
+ MM60254
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