
www.MEGAMAN.nl2012

Armaturen



MEGAMAN®

Established in 1994, MEGAMAN® is now the world’s leading 

manufacturer of energy saving lamps. We are a phenomenally 

successful global brand – known internationally for our innovative, 

eco-friendly lighting products using Compact Fluorescent Lamp 

(CFL) and Light Emitting Diode (LED) technology.

MEGAMAN® offers over 400 high-quality products which are 

perfect eco-replacements for traditional incandescent and halogen 

lights. Our lamps are specified in low energy building projects 

around the world, and our extensive research and development 

activities ensure that a continuous supply of new, exciting, energy-

saving lighting products come to market every year.

 

Committed to sustainable development and environmental 

management, we incorporate eco-elements into every stage 

of the product life cycle, including research and development, 

design, manufacturing, office systems, packaging, disposal and 

recycling through a ‘Design for Environment’ programme. The use 

of Amalgam in all MEGAMAN® CFL products since January 2008 

has reduced the environmental 

impact of all our processes, 

from lamp production to 

disposal stages.

 

The unique MEGAMAN® range 

of energy saving lamps is 

achieving impressive and 

rapidly growing sales in over 90 

countries across Europe, the 

Asia-Pacific Region, the Middle 

East, Africa and the Americas.

International Recognitions
Over the years, MEGAMAN® has been awarded a 

range of endorsements by various organizations 

worldwide, something we take pride in.

S I L V E R

2009

ETOP Innovation Awards

Silver

Rated “GOOD” by Guter Rat, 

 renowned German consumer

 magazine, in 2007

Batibouw 2009, Belgium

Listed in the energy efficiency recommended program

as certified by the Energy Saving Trust (EST) of

United Kingdom

Listed in Singapore Green Labelling

Scheme (SGLS)

Rated “GOOD” by Stiftung Warentest,

the Berlin based German consumer

organization, in 2002, 2003, 2006 

and 2008

Livinluce and EnerMotive 2007, Italy

BR1411s

Intel Design Awards 2005, Italy

GSU111d

designEX 2008, Australia

GSU111d

2005 Lighting Design Awards,

United Kingdom

 

Electronics Gear WINNER

BR0707i

Who We Are

Using MEGAMAN® Lamps in Luminaires
The purpose of this catalogue is to serve as a reference source for lighting fixture designers or manufacturers who 

are interested in developing products which use MEGAMAN® lamps.

The luminaires collection described in this catalogue has been created to demonstrate both the compatibility 

and illumination effects of our compact fluorescent lamps (CFLs) and LED lamps in real-life applications. These 

luminaires are designed to function as essential or utility fittings, employed in various practical applications and 

different environments.
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Lighting Design Software

Professional

MEGAMAN® offers a FREE state-of-the-art lighting design program to help you design various 

indoor and outdoor lighting schemes. The program includes an electronic catalogue with data 

sheets, product search function and specifications for management of luminaires and lamps. 

Photometric database are also included to provide comprehensive results when configuring 

lighting arrangements. The latest photometric data can also be found on our website.

PROFESSIONAL LIGHTING DESIGN SOFTWARE

SIMULATION AND 3D RENDERING
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Outdoor  Lighting

ADVANT

Lamp Included

(MM7023)

MM30304

(MM70354)

MM60814

Available in the following colour

MM7023

MM70354

Black

Industry Standards

Europe

EN60598-1

EN60598-2-4

EN60598-2-7

Materials & Finish

Body

Reflector

Glass

Cable

Installation Methods

Applications

Body Colours & Finishing

Features
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Outdoor  Lighting

ADVANT

Measurements

Model No.

Maximum Wattage(W)

Voltage(V)

No. of Lamp(s)

Max. cd

Light Output Ratio

- ULOR

- LLOR

Measurements(mm)

Weight(g)

- luminaire only

- luminaire with lamp

IP Protection

Minimum Distance from 

Illuminated Object(m)

Recommended lamp

Power Supply

Power Cable

Standard Pack

MM7023

60

230~240

50/60

E27

1

(MM30304)

730

85

--------

66.4

MM70354

(MM60814)

647

104

--------

41.5

1375

1660

1375

1531

IP66

--------

--------

4(1)

Specifications
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Outdoor  Lighting

KEPPA

MM00905

Industry Standards

Europe

EN60598-1

EN60598-2-1

EN60598-2-5

Features

®

Materials & Finish

Body

Reflector 

Glass 

Installation Methods

Applications

Body Colours and Finishing

Recommended Lamp

MM60713

MM60714

MM60813

MM60814
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Outdoor  Lighting

KEPPA

45º

60º

75º

90º

240

200

160

120

80

0º15º 15º30º 30º

45º

60º

75º

90º

cd/klm

MM00905 + MM60813

C0 - C180

C90 - C270
Beam Angle : 90º

90º 45º 0º 45º 90º

40

80

160

120

200

240

cd/klm

3376

844

211

375

(m)

0.5

1

1.5

2

Lux

MM00905 + MM60813

100

200

400

300

(m)

0.5

1

1.5

2

Øcm

Ø

165mm 364mm

296mm

200mm

0~330º

Measurements

Model No.

Maximum Wattage(W)

Voltage(V)

No. of Lamp(s)

Max. cd

Light Output Ratio

- ULOR

- LLOR

Measurements(mm)

Weight(g)

- luminaire only

- luminaire with lamp

IP Protection

Minimum Distance from 

Illuminated Object(m)

Recommended lamp

Power Supply

Power Cable

Standard Pack

MM00905

60

230~240

50/60

E27

1

844

90

--------

47

2676

2961

IP65

1

MM60813

--------

--------

4(1)

Specifications
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Outdoor  Lighting

TEKA

MM01315

MM01318 - GU10

MM33112

MM33115

MM14122

MM14123

MM14124

MM14132

MM14133

Industry Standards

Europe

EN60598-1

EN60598-2-7

Features

Materials & Finish

Body

Reflector

Glass

Cable

Plug Type

Installation Method(s)

Applications

Body Colours and Finishing

Recommended Lamp MM01315 Recommended Lamp MM01318

Black

(BK12)

Luminaire Spill shield Spike

Available in the following colours Complete set comes with
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Outdoor  Lighting

TEKA

Model No.

Maximum Wattage(W)

Voltage(V)

No. of Lamp(s)

Max. cd

Light Output Ratio

- ULOR

- LLOR

Measurements(mm)

Weight(g)

- luminaire only

- luminaire with lamp

IP Protection

Recommended lamp 

Power Supply

Power Cable

Standard Pack

MM01315

15

230~240

E27

1

184

99

--------

42

475

537

IP66

--------

12(1)

MM01318

9

230~240

E27

1

65

86

--------

50

230

282

IP66

--------

12(1)

90° 45° 0° 45° 90°

200

160

120

80

40

C0 - C180

C90 - C270

Beam Angle : 99°

cd/klm

MM01315 + MM33112

160

120

80

45°

60°

75°

90°

0°15° 15°30° 30°

45°

60°

75°

90°

cd/klm

736

184

46

82

(m)

0.5

1

1.5

2

Lux

MM01315 + MM33112

117

234

468

351

(m)

0.5

1

1.5

2

Øcm

Ø

125mm

180º

Ø117

261mm

79mm
518mm

Ø100

258mm

476mm

MM01315 MM01318

Measurements

 15,000 hrs lifetime

 600,000 switching cycles

 Shorter preheating time

Specifications
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Indoor   Lighting

MALCOLM

Features

 

electronic ballast to offer up to 25,000 hours lifetime and replace halogen  

recessed downlights

Material(s) and Finish

Body

Cable

Installation Method(s)

Applications

MM02535

MM02578

MM02536

Available in the following colour(s)

Measurements

MM02578 MM02535

MM02536

97mm

Ceiling depth=93mm

Max 25mm

Ø152mm

Vertical Tilting

Angle 30° 

Horizontal Tilting

Angle 330°

Max 25mm

Ø96mm
97mm

Ceiling depth=93mm

Vertical Tilting

Angle 30° 

Horizontal Tilting

Angle 330°

Recommended Lamp(s)

LED Reflector(s) CFL Reflector(s)

Smart PAR16

Professional PAR16
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Indoor   Lighting

MALCOLM

MM02225 / MM02226

Beam Angle : 40°

160

240

320

0

80

0°20° 20°

40°

60°

80°

40°

60°

80°

Beam Angle : 15°

800

1200

1600

0

400

0°20° 20°

40°

60°

80°

40°

60°

80°

MM01919 / MM01920 MM02227 / MM02228

Beam Angle : 35°

0°20° 20°

40°

60°

80°

40°

60°

80°

300

450

600

150

0

MM02514 / MM02515

Beam Angle : 35°

0º20º 20º

40º

60º

80º

40º

60º

80º

400

600

800

200

0

MM14122

Beam Angle : 90°

cd

0º20º 20º

40º

60º

80º

40º

60º

80º

35

70

105

140

0

MM014142

Beam Angle : 90°

cd

0º20º 20º

40º

60º

80º

40º

60º

80º

35

70

105

140

0

MM14132

Beam Angle : 90°

cd

0º20º 20º

40º

60º

80º

40º

60º

80º

35

70

105

140

0

MM02225

MM02223

MM02227

MM02228

MM02524

MM02515

MM14122 MM14132 MM14142

MM00697

MM44532

(m)

0.5

1

1.5

2

Lux

3200

800

200

356

280

70

18

31

2400

600

150

267

6400

1600

400

711

1280

320

80

142

36

73

146

109

13

26

53

39

32

63

126

95

32

63

126

95

100

200

400

300

440

110

28

49

100

200

400

300

100

200

400

300

100

200

400

300

100

200

400

300

100

200

400

300

550

125

31

56

660

150

38

67

252

63

16

28

380

95

24

42

(m)

0.5

1

1.5

2

Øcm

Ø

Model No. MM02536

Maximum Wattage(W) 14 14

Voltage(V) 220~240 220~240

GU10 GU10

No. of Lamp(s) 1 1

MM02227

MM02228

MM02225

MM02226

MM02514

MM02515 

MM14122

MM14123

MM14124

MM14142

MM14143

MM14144

MM14132 MM00697

MM44532

MM44534

Max. Luminous Intensity(cd) 1600 320 850 70 125 110 125

SP(15) WFL(40) 35 90 90 90 90

with Measurements(mm)  

Weight(g) - luminaire only 310 310 310 310 310 310 310 310 330 330 330 330 330 330

- luminaire with lamp 393 392 395 356 375 373 359 365 413 412 415 376 383 381

IP Protection

Minimum Distance from 

Illuminated Object(m) 0.1

Europe

EN60598-1

EN60598-2-2

Specifications



MEGAMAN®12

Features

 

built-in electronic ballast to deliver up to 30,000 hours lifetime and replace  

halogen recessed downlights

Material(s) and Finish

Body

Cable

Installation Method(s)

Applications

Available in the following colour(s)

MM02557

MM02712

MM02645

MM02713

Recommended Lamp(s)

CFL Reflector(s)LED Reflector(s)

Professional Par30 and AR111

MM02557

MM02645

MM02712

MM02713

Indoor   Lighting

MALCOLM
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Model No.

Maximum Wattage(W)

Voltage(V)

No. of Lamp(s)

Max. Luminous Intensity(cd)

Weight(g) - luminaire only

 - luminaire with lamp

IP Protection

Minimum Distance from 

Illuminated Object(m)

15

220~240

E27

1 

LED

3200

24

395

634

0.1

15

220~240

E27

1 

LED

3200

24

460

692

0.1

MM01916 / MM02323

Beam Angle : 24°

MM01916

MM02323

MM01785

MM01786

(m)

0.5

1

1.5

2

Lux

12800

3200

800

1422

(m)

0.5

1

1.5

2

21

43

85

64

Øcm

Ø

1000

250

63

111

100

200

400

300

0°20° 20°

40°

60°

80°

40°

60°

80°

1500

2250

3200

0

750

MM01785 / MM01786

Beam Angle : 90°

0º20º 20º

40º

60º

80º

40º

60º

80º

62.5

125

187.5

250

0

Ø150mm

Max 25mm
140mm

Ceiling depth=136mm

Vertical Tilting

Angle 40° 

Horizontal Tilting

Angle 330° 

Measurements

Europe

EN60598-1

EN60598-2-2

CFL

250

90

395

522

CFL

250

90

460

587

Indoor   Lighting

MALCOLM

Specifications
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Indoor   Lighting

MIRO

MM99249

Industry Standards

Europe

EN60598-1

EN60968-2-2

Features

Materials & Finish

Body

Mounting plate only (no fitting) 

Installation Methods

Applications

Body Colours and Finishing 

MM099257

Recommended Lamp(s)

LED Reflector(s) CFL Reflector(s)

Smart PAR16

Professional PAR16
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Indoor   Lighting

MIRO

Model No.

Maximum Wattage(W)

Voltage(V)

No. of Lamp(s)

Max. cd

Light Output Ratio

- ULOR

- LLOR

Measurements(mm)

Weight(g)

- luminaire only

- luminaire with lamp

IP Protection

Recommended lamp 

Power Supply

Power Cable

Standard Pack

 MM99257    MM99249

 11    11

 230~240    230~240

 GU10    GU10

 1    1

62 96 110

117 108 119

-------- -------- --------

-------- -------- --------

(A) (B) (C)  (A) (B) (C)

156 156 156  180 180 180

201 208 220  225 232 244

MM99257 / MM99249
+ MM14122

MM99257 / MM99249
+ MM14132

MM99257 / MM99249
+ MM14142 / MM44532 / MM00697

384

96

24

43

248

62

16

28

440

110

28

49

(m)

0.5

1

1.5

2

Lux

(m)

0.5

1

1.5

2

138

275

551

413

163

326

653

490

170

340

679

509

Øcm

Ø

MM99257 / MM99249 + MM14122

MM99257 / MM99249 + MM14132

MM99257 / MM99249 + MM14142 / MM44532 / MM00697

Beam Angle : 108º

cd

Beam Angle : 117º

cd

0º20º 20º

40º

60º

80º

40º

60º

80º

25

50

75

100

0

0º20º 20º

40º

60º

80º

40º

60º

80º

25

50

75

100

0

cd

Beam Angle : 119º

0º20º 20º

40º

60º

80º

40º

60º

80º

25

50

75

100

0

Ø75mm

Max. 25mm

Ø85mm

H1: 82mm

H2: 85mm 

H1: MM14122     H2: MM14132 / MM14142 / MM44532 / MM00697 (see accessories)

30º

MM99257

Ø70mm

Max. 23mm

Ø79mm

H1: 87mm

H2: 97mm 

MM99249

Measurements

 15,000 hrs lifetime

 600,000 switching cycles

 Shorter preheating time

--------

--------

24(1)

Specifications



MEGAMAN®16

Indoor   Lighting

EDGE

Industry Standards

Europe

EN60598-1

EN60598-2-2

Features

Materials & Finish

Body

Installation Methods

Applications

Body Colours and Finishing 

Recommended Lamp

MM99800

MM00456 MM00459

Expandable up to 25 lamps (with MM00456) or 20 lamps (with MM00459)

(Max. 5 units assembled together)
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Indoor   Lighting

EDGE

1360

340

85

151

1600

400

100

178

(m)

0.5

1

1.5

2

Lux

MM99800

41

83

166

124

41

83

166

124

(m)

0.5

1

1.5

2

Øcm

Ø

100

200

300

400

0

MM99800 + MM00459

Beam Angle : 45º

cd

0º20º 20º

40º

60º

80º

40º

60º

80º

100

200

300

400

0

MM99800 + MM00456

Beam Angle : 45º

cd

0º20º 20º

40º

60º

80º

40º

60º

80º

MM00456
MM99800

MM00459

101mm

175mm 150mm

Ø133mm

Max. 25mm

30º

350º

Measurements

 15,000 hrs lifetime

 600,000 switching cycles

 Shorter preheating time

Model No.

Maximum Wattage(W)

Voltage(V)

No. of Lamp(s)

Max. cd

Light Output Ratio

- ULOR

- LLOR

Measurements(mm)

Weight(g)

- luminaire only

- luminaire with lamp

IP Protection

Recommended lamp 

Power Supply

Power Cable

Standard Pack

MM99800

11

220~240

GX53

1

(MM00456)

340

45

--------

--------

--------

520

643

--------

--------

12(1)

(MM00459)

400

45

--------

--------

--------

520

645

Specifications
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Indoor   Lighting

CONXENTO

Industry Standards

Europe

EN60598-1

EN60598-2-1

Features

Materials & Finish

Body

Reflector

Cable

Installation Methods

Applications

Body Colours and Finishing

Black

(MM76532)

White

(MM76502)

Silver

(MM76542)

Available in the following colour

Recommended Lamp

INCLUDED

MM00542

MM01319

MM00583 

MM00543

MM00765

MM00582

MM01787 MM00498

MM00500

40lm/W 40lm/W 40lm/W
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 15,000 hrs lifetime

 600,000 switching cycles

 Shorter preheating time

Indoor   Lighting

CONXENTO

MM76502 / MM76532 / MM76542

+ INCLUDED

+ MM00542 + MM00543 + MM00498

(m)

0.5

1

1.5

2

Lux

(m)

0.5

1

1.5

2

87

174

348

261

84

168

336

252

87

174

348

261

102

204

407

305

Øcm

Ø

604

151

38

67

676

169

42

75

772

193

48

86

980

245

61

109

C0 - C180

C90 - C270
Beam Angle : 91º

0º15º 15º30º 30º

45º

60º

75º

90º

45º

60º

75º

90º

200

300

400

cd/klm

300

400

600

500

200

C0 - C180

C90 - C270
Beam Angle : 82º

cd/klm

0º15º 15º30º 30º

45º

60º

75º

90º

45º

60º

75º

90º

C0 - C180

C90 - C270
Beam Angle : 82º

400

500

600

300

200

cd/klm

0º15º 15º30º 30º

45º

60º

75º

90º

45º

60º

75º

90º

C0 - C180

C90 - C270
Beam Angle : 80º

200

300

400

500

600

0º15º 15º30º 30º

45º

60º

75º

90º

45º

60º

75º

90º

cd/klm

MM76502/MM76532/MM76542 + INCLUDED 9W

MM76502/MM76532/MM76542 + MM00542                  MM76502/MM76532/MM76542 + MM00543                 MM76502/MM76532/MM76542 + MM00498

MM76502 / MM76532 / MM76542

66mm

Ø132mm

MM76502 / MM76532 / MM76542

Measurements

Model No.

Maximum Wattage(W)

Voltage(V)

No. of Lamp(s)

Max. cd

Light Output Ratio

- ULOR

- LLOR

Measurements(mm)

Weight(g)

- luminaire only

- luminaire with lamp

IP Protection

Recommended lamp 

Power Supply

Power Cable

Standard Pack

13

230~240

GX53

1

(INCLUDED)

151

82

--------

87

26

(A)

166

225

IP20

INCLUDED 9W

--------

30(5)

(MM00542)

169

80

--------

84

24

(B)

166

255

(MM00543)

193

82

--------

87

24

(MM00498)

245

91

--------

88

19

Specifications



MEGAMAN®20

Indoor   Lighting

CONXENTO

Industry Standards

Europe

EN60598-1

EN60598-2-2

Features

Materials & Finish

Body

Cable

Installation Methods

Applications

Body Colours and Finishing

MM99264

White

MM00456 MM00459

Available in the following colour

Recommended Lamp
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 15,000 hrs lifetime

 600,000 switching cycles

 Shorter preheating time

Indoor   Lighting

CONXENTO

1360

340

85

151

1600

400

100

178

(m)

0.5

1

1.5

2

Lux

MM99264 / MM00456 MM99264 / MM00459

41

83

166

124

41

83

166

124

(m)

0.5

1

1.5

2

Øcm

Ø

100

200

300

400

0

MM99264 / MM00459  

Beam Angle : 45º

cd

0º20º 20º

40º

60º

80º

40º

60º

80º

100

200

300

400

0

MM99264 / MM00456

Beam Angle : 45º

cd

0º20º 20º

40º

60º

80º

40º

60º

80º

Ø142mm

73mm

Ø125mm

Max. 23mm

MM99264

Measurements

Model No.

Maximum Wattage(W)

Voltage(V)

No. of Lamps

Max. cd

Light Output Ratio

- ULOR

- LLOR

Measurements(mm)

Weight(g)

- luminaire only

- luminaire with lamp

IP Protection

Recommended lamp 

Power Supply

Power Cable

Standard Pack

MM99264

13

230~240

GX53

1

340

45

--------

--------

185

308

 

--------

16(1)

Specifications



MEGAMAN®22

Indoor   L igh t ing

LOFT

Features

halogen applications

Material(s) and Finish

Body

Installation Method(s)

Applications

Available in the following colour(s)

MM02255 MM02098

MM02255 - zwart

MM02098 - wit

Recommended Lamp(s)

LED Reflector(s)

Professional PAR30



MEGAMAN®
23

Indoor   L igh t ing

LOFT

MM01916

MM02323

(m)

0.5

1

1.5

2

Lux

12800

3200

800

1422

(m)

0.5

1

1.5

2

21

43

85

64

Øcm

Ø

MM01916/MM02323

Beam Angle : 24°
0°20° 20°

40°

60°

80°

40°

60°

80°

1500

2250

3200

0

750

Ø96mm

123mm

130mm

2
4
0
m
m

1
9
8
m
m

250°

330°

Measurements



MEGAMAN®24

Indoor   L igh t ing

LOFT

Features

 

and replace halogen applications

 

Material(s) and Finish

Body

Installation Method(s)

Applications

Available in the following colour(s)

MM02499 MM02498

MM02499 - zwart

MM02498 - wit

Recommended Lamp(s)

(m)

0.5

1

1.5

2

Lux

14400

3600

900

1600

5600

1400

350

622

10000

2500

625

1111

64000

16000

4000

7111

(m)

0.5

1

1.5

2

21

43

85

64

21

43

85

64

Øcm

Ø

41

83

166

124

7

14

28

21

MM02015 MM02321

MM02272 MM02274

MM02015/16

Beam Angle : 24°

1500

2250

3000

0

750

0º20º 20º

40º

60º

80º

40º

60º

80º

Beam Angle : 24°

MM02321

0º20º 20º

40º

60º

80º

40º

60º

80º

1000

0

2000

3000

4000

MM02274

Beam Angle : 8°

0º20º 20º

40º

60º

80º

40º

60º

80º

4000

0

8000

12000

16000

MM02272

Beam Angle : 45°

0º20º 20º

40º

60º

80º

40º

60º

80º

350

0

700

1050

1400

LED Reflector(s)

Professional PAR30

Ø111mm

123mm

138mm

2
4
0
m
m

1
9
8
m
m

250°

335°

Measurements



MEGAMAN®
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Indoor   L igh t ing

TOBY

Features

 

and replace halogen applications

 

Material(s) and Finish

Body

Installation Method(s)

Applications

Available in the following colour(s)

MM02647 MM02648

MM02647 - wit

MM02648 - zilver

Recommended Lamp(s)

LED Reflector(s)

Professional AR111/GU10

(m)

0.5

1

1.5

2

Lux

14400

3600

900

1600

5600

1400

350

622

10000

2500

625

1111

64000

16000

4000

7111

(m)

0.5

1

1.5

2

21

43

85

64

21

43

85

64

Øcm

Ø

41

83

166

124

7

14

28

21

MM02015 MM02321

MM02272 MM02274

 

MM02015/16

Beam Angle : 24°

1500

2250

3000

0

750

0°20° 20°

40°

60°

80°

40°

60°

80°

Beam Angle : 24°

 

MM02321

0°20° 20°

40°

60°

80°

40°

60°

80°

1000

0

2000

3000

4000

MM02274

Beam Angle : 8°

0°20° 20°

40°

60°

80°

40°

60°

80°

4000

0

8000

12000

16000

MM02272 

Beam Angle : 45°

0°20° 20°

40°

60°

80°

40°

60°

80°

350

0

700

1050

1400

Measurements

     

adjustable 85°
adjustable 85°

adjustable 340°

77mm

210mm

Ø117mm



MEGAMAN®26

Indoor   Lighting

SMARTLITE

Industry Standards

Europe

EN60598-1

EN60598-2-1

Features

 

and switch boxes 

Materials & Finish

Body

Cable

Installation Methods

Applications

Body Colours and Finishing

MM73202

Connection 

Box

Expandable up to 32 lamps with (MM00542) or 25 lamps (MM00543)

Box

Switch 

Box

Available in the following colour

Recommended Lamp

MM00543

MM00765

MM00582

MM01787

40lm/W

INCLUDED MM00542

MM01319

40lm/W



MEGAMAN®
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 15,000 hrs lifetime

 600,000 switching cycles

 Shorter preheating time

Indoor   Lighting

SMARTLITE

MM73202

+ INCLUDED

MM73202

+ MM00542

MM73202

+ MM00543

1825

456

73

203

114

2200

550

88

138

244

2475

619

99

155

275

(m)

0.2

0.4

0.6

0.8

1

Lux

53

106

265

159

212

75

150

376

301

226

75

150

376

301

226

(m)

0.2

0.4

0.6

0.8

1

Ø

Øcm

MM73202 + INCLUDED

Beam Angle : 106º

0º20º 20º

40º

60º

80º

40º

60º

80º

30

60

90

120

0

cd

MM73202 + MM00542

Beam Angle : 124º

0º20º 20º

40º

60º

80º

40º

60º

80º

cd

MM73202 + MM00543

Beam Angle : 124º

0º20º 20º

40º

60º

80º

40º

60º

80º

cd

30

60

90

120

0

30

60

90

120

0

544mm

80mm

25mm

Switch Box x 1 Lamp Holder Box x 2 Connection Box x 3

74mm 125mm 74mm

80mm

21mm

80mm

25mm

80mm

18mm

MM73202

Measurements

Model No.

Maximum Wattage(W)

Voltage(V)

No. of Lamp(s)

Max. cd

Light Output Ratio

- ULOR

- LLOR

Measurements(mm)

Weight(g)

- luminaire only

- luminaire with lamp

IP Protection

Recommended lamp 

Power Supply

Power Cable

Standard Pack

MM73202

9

230~240

GX53

1

(INCLUDED)

73

106

--------

--------

482

600

IP20

--------

24(6)

(MM00542)

88

124

--------

--------

(MM00543)

99

124

--------

--------

Specifications



MEGAMAN®28

White

(MM72102)

Silver

(MM72142)

Indoor   Lighting

PALMLITE

Industry Standards

Europe

EN60598-1

EN60598-2-1

Features

Materials & Finish

Body

Cable

Installation Methods

Applications

Body Colours and Finishing

MM72102 

(excl. lamp) 

MM72142 

(excl. lamp)

Available in the following colours

Recommended Lamp

MM71004

MM00542

MM01319

MM00543

MM00765

MM00582

MM01787 MM00498

MM00500

40lm/W 40lm/W 40lm/W



MEGAMAN®
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 15,000 hrs lifetime

 600,000 switching cycles

 Shorter preheating time

Indoor   Lighting

PALMLITE

MM72102 / MM71242

+ MM00542

MM72102 / MM72142

+ MM00543

MM72102 / MM72142

+ MM00498

2050

513

82

228

128

2200

550

88

138

244

2475

619

99

155

275

(m)

0.2

0.4

0.6

0.8

1

Lux

53

106

265

159

212

75

150

376

301

226

75

150

376

301

226

(m)

0.2

0.4

0.6

0.8

1

Ø

Øcm

460

29

115

51

327

1308

981

654

(m)

0.5

1

1.5

2

Lux Øcm

Ø

MM72102 / MM72142 + MM00542

Beam Angle : 124º

0º20º 20º

40º

60º

80º

40º

60º

80º

MM72102 / MM72142 + MM00543

Beam Angle : 124º

0º20º 20º

40º

60º

80º

40º

60º

80º

cd

MM72102 / MM72142 + MM00498

Beam Angle : 146º

0º20º 20º

40º

60º

80º

40º

60º

80º

30

60

90

120

0

30

60

90

120

0

30

60

90

120

0

cdcd

Ø83mm

18mm
26mm

Ø83mm

18mm

35mm

MM72102 / MM72142  MM72102 / MM72142 

7/9W 13W

Measurements

Model No.

Maximum Wattage(W)

Voltage(V)

No. of Lamp(s)

Max. cd

Light Output Ratio

- ULOR

- LLOR

Measurements(mm)

Weight(g)

- luminaire only

- luminaire with lamp

IP Protection

Recommended lamp 

Included Lamp

Power Supply

Standard Pack

13

230~240

GX53

1

(MM01787)

145

81

--------

--------

(A)

61

120

IP20

60(10)

(MM00543)

162

81

--------

--------

(MM00498)

188

92

--------

--------

(MM01787)

145

81

--------

--------

(MM00542)

145

81

--------

--------

(B)

61

150

Specifications



MEGAMAN®30

White 

(MM76200)

Silver 

(MM76240)

Indoor   Lighting

PLANEX

Industry Standards

Europe

EN60598-1

EN60598-2-2

Features

Materials & Finish

Body

Cable

Installation Methods

Excl. lamp

Applications

Body Colours and Finishing

MM76200 - white

Available in the following colours

Recommended Lamp

MM01787

MM00542

MM01319

MM00543

MM00765

MM00582

40lm/W 40lm/W



MEGAMAN®
31

 15,000 hrs lifetime

 600,000 switching cycles

 Shorter preheating time

Indoor   Lighting

PLANEX

MM76200/MM76240

MM00542

MM76200/MM76240

MM00543

2200

550

88

138

244

2475

619

99

155

275

(m)

0.2

0.4

0.6

0.8

1

Lux

75

150

376

301

226

75

150

376

301

226

(m)

0.2

0.4

0.6

0.8

1

Ø

Øcm

MM76200/MM76240 + MM00542

Beam Angle : 124º

0º20º 20º

40º

60º

80º

40º

60º

80º

cd

MM76200/MM76240 + MM00543

Beam Angle : 124º

0º20º 20º

40º

60º

80º

40º

60º

80º

30

60

90

120

0

30

60

90

120

0

cd

39mm

Ø104mm

Ø90mm

Max. 23mm

MM76200 / MM76240

Measurements

Model No.

Maximum Wattage(W)

Voltage(V)

No. of Lamp(s)

Max. cd

Light Output Ratio

- ULOR

- LLOR

Measurements(mm)

Weight(g)

- luminaire only

- luminaire with lamp

IP Protection

Recommended lamp 

Included Lamp

Power Supply

Standard Pack

9

230~240

GX53

1

(MM00542)

88

124

--------

--------

Ø104 x 39

76

135

--------

60(10)

(MM00543)

99

124

--------

--------

Specifications



MEGAMAN®32

Indoor   Lighting

PLANEX

Industry Standards

Europe

EN60598-1

EN60598-2-2

Features

Materials & Finish

Body

Cable

Excl. lamp

Installation Methods

Applications

Body Colours and Finishing

MM01330

MM00910

Recommended Lamp

MM00542

MM01319

MM00543

MM00765

MM00582

MM01787 MM00498

MM00500

40lm/W 40lm/W 40lm/W

Noticeable gap without metal ring Gap is hidden with metal ring

A ratchet (or metal hook) is engineered on both sides of this luminaire, which facilitates 

installation onto any wooden surface without the need for any screws or nails. The metal ring 

covers the gap between the luminaire and the installation surface for a more aesthetic fit.

MEGAMAN® PLANEX



MEGAMAN®
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 15,000 hrs lifetime

 600,000 switching cycles

 Shorter preheating time

Indoor   Lighting

PLANEX

MM01330 / MM00910

+ MM00542

MM01330 / MM00910

+ MM00543

MM01330 / MM00910

+ MM00498

2200

550

88

138

244

2475

619

99

155

275

(m)

0.2

0.4

0.6

0.8

1

Lux

75

150

376

301

226

75

150

376

301

226

(m)

0.2

0.4

0.6

0.8

1

Ø

Øcm

460

29

115

51

327

1308

981

654

(m)

0.5

1

1.5

2

Lux Øcm

Ø

MM01330 / MM00910 + MM00542

Beam Angle : 124º

0º20º 20º

40º

60º

80º

40º

60º

80º

MM01330 / MM00910 + MM00543

Beam Angle : 124º

0º20º 20º

40º

60º

80º

40º

60º

80º

MM01330 / MM00910 + MM00498

Beam Angle : 146º

0º20º 20º

40º

60º

80º

40º

60º

80º

30

60

90

120

0

30

60

90

120

0

30

60

90

120

0

cd cd cd

12mm

25mm

Ø86mm

Ø78mm

Min. 6mm

25mm

H1: 25mm

H2: 36mm

Ø86mm

Min. 20mm

Ø78mm

H1: MM00542 / MM00543     H2: MM00498

MM01330 MM00910

Measurements

Model No.

Maximum Wattage(W)

Voltage(V)

No. of Lamp(s)

Max. cd

Light Output Ratio

- ULOR

- LLOR

Measurements(mm)

Weight(g)

- luminaire only

- luminaire with lamp

IP Protection

Recommended lamp 

Power Supply

Power Cable

Standard Pack

MM01330

13

230~240

GX53

1

(MM00542)

88

124

--------

--------

72

131

--------

60(10)

MM00910

13

230~240

GX53

1

(MM00542)

104

117

--------

--------

(A)

72

131

--------

60(10)

(MM00543)

120

117

--------

--------

(B)

72

161

(MM00498)

115

146

--------

--------

(MM00543)

99

124

--------

--------

Specifications



MEGAMAN®34

MM60154 MM60254 MM30302

MM30304

Indoor   Lighting

LUSTER

Industry Standards

Europe

EN60598-1

EN60598-2-1

Features
® lamps

®

Materials & Finish

Body

Reflector

Installation Methods

Applications

Body Colours

MM00833

Low-bay

MM1886

MM02009 (30cm)

Recommended Lamp MM00833 Recommended Lamp MM01886



MEGAMAN®
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Indoor   Lighting

LUSTER

MM00833 + MM60154

C0 - C180

C90 - C270
Beam Angle : 85º

120

160

200

80

cd/klm

MM00833 + MM60254

C0 - C180

C90 - C270
Beam Angle : 210º

60

80

100

120

40

cd/klm

MM00833

+ MM60154

MM00833

+ MM60254

4176

1044

261

464

3568

892

223

396

10644

2661

665

1183

(m)

0.5

1

1.5

2

Lux

13212

3303

826

1468

(m)

0.5

1

1.5

2

92

183

367

275

373

746

1493

1120

73

145

291

218

248

495

990

743

Øcm

Ø

0º15º 15º30º 30º

45º

60º

75º

90º

45º

60º

75º

90º

0º15º 15º30º 30º

45º

60º

75º

90º

45º

60º

75º

90º

Low-bay
Ø150mm

30mm

400mm

Acryl reflector

Ø316mm Ø317mm

339mm

MM01886MM00833

Acryl reflector

150mm

Measurements

Model No.

Maximum Wattage(W)

Voltage(V)

No. of Lamp(s)

Max. cd

Light Output Ratio

- ULOR

- LLOR

Measurements(mm)

Weight(g)

- luminaire only

- luminaire with lamp

IP Protection

Recommended lamp 

Power Supply

Power Cable

Standard Pack

MM00833

120

230~240

E40

1

(MM60154)

1044

85

--------

--------

2748

3306

IP20

Integrated

--------

1(1)

(MM60254)

892

210

--------

--------

2748

3074

MM01886

100

230~240

E27

1

(MM01089)

1044

85

--------

--------

1100

1653

IP20

--------

--------

1(1)

(MM01171)

644

285

--------

--------

1100

1678

Specifications



MEGAMAN®36

MM16202

MM16212

MM16214

MM16222

Indoor   Lighting

ARTCO

Industry Standards

Europe

EN60598-1

EN60598-2-1

Features

Materials & Finish

Body

Cable

Installation Methods

Applications

Body Colours and Finishing

MM99948

Recommende Lamp



MEGAMAN®
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MM99948

23

230~240

E27

1

(MM16222)

180

406

IP44

Integrated

6(1)

Indoor   Lighting

ARTCO

Model No.

Maximum Wattage(W)

Voltage(V)

No. of Lamp(s)

Measurements(mm)

Weight(g)

- luminaire only

- luminaire with lamp

IP Protection

Recommended lamp 

Power Supply

Power Cable

Standard Pack

(MM16214)

180

418

Measurements

(MM16202)

180

420

Specifications



MEGAMAN®38

ENERGY SAVING LAMPS

T5 Version

MM01783

570 23 43.5 228

16 Watt 890lm
10,000
hours

Operating
Temperature

+40ºC
-10ºC

Beam
Angle

230º

MM01784

870 23 43.5 320

23 Watt 1260lm
10,000
hours

Operating
Temperature

+40ºC
-10ºC

Beam
Angle

250º

Product Features

W

L

H

Europe

EN60598-1

EN61547

EN60598-2-4

EN55015

EN61000-3-2

Industry Standards

Safety

Immunity

Performance

Radio Interference

Line Current Harmonics

W

L

H

MM01783

MM01784

2700K

The built-in socket can be easily retracted for lamp removal and replacement.

Extendable built-in socket

for multiple connections

100% 66% 33% 5% 

 18,000 hrs lifetime
 600,000 switching cycles
 Shorter preheating time



MEGAMAN®
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ENERGY SAVING LAMPS

T2 Version

MM01546

MM01547

16 344 32 62

16 644 32 109

8 Watt

16 Watt

18,000
hours

18,000
hours

440lm

890lm

Operating
Temperature

+40ºC
-10ºC

Operating
Temperature

+40ºC
-10ºC

Beam
Angle

250º

Beam
Angle

250º

Europe

EN60598-1

EN61547

EN60598-2-4

EN55015

EN61000-3-2

Industry Standards

Safety

Immunity

Performance

Radio Interference

Line Current Harmonics

2700K

 

L

H

W

MM01546

MM01547

This ultra-slim SELF-BALLASTED LINEAR T2 combines an integral 

ballast which makes it excellent for fitting into confined spaces.

It presents an excellent lighting solution where seamless lighting

is required for display shelves, light troughs and cover lighting.

Optional accessories are available for extended connections to cater 

an array of applications.

connector MM01824

flexible connector MM02075

 18,000 hrs lifetime
 600,000 switching cycles
 Shorter preheating time

DARK
FREE

ZONE



MEGAMAN®40

ACCESSORIES

23mm

Ø31mm

1m

45mm

29mm

29mm

MM00610

Measurements

Model No.

Maximum Wattage(W)

Voltage(V)

Connection Type

Material

Power Cable

Standard Pack

MM00610

13W

250

Parallel

Plastic

240(10)

Specifications

GU10 Lampholder

Lamp-holder for fitting of lamps with GU10 lamp base.

GU10 Lamp Holder Type Parallel Type Connection

MM00610



MEGAMAN®
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ACCESSORIES

H03VVh2-F 2 x 0.75mm² 45mm

10.7mm 24mm

50cm

48mm

mounting position

34mm
mounting position 29mm

Ø77mm

MM00611

Measurements

Model No.

Maximum Wattage(W)

Voltage(V)

Connection Type

Material

Power Cable

Standard Pack

MM00611

660

250

Parallel

Plastic

120(10)

Specifications

GX53 Lampholder

For Recessing

The safety hooks on both sides of the lamp-holder secures the lamps with GX53 lamp base in wooden furniture or ceilings.

GX53 Lamp Holder Type

With heat sink

Parallel Type Connection

MM00611



MEGAMAN®42

PARAMETER

IN LIGHTING

Luminous flux
Unit: lumen

Measured in lumen, the luminous flux is the total light output radiated from a light source, and 

also the total light falling on a surface. 

The luminous flux is assessed by the spectral lightness sensitivity v ( ) set by the “International 

Lighting Commission” (CIE).

Luminous intensity distribution curve

A luminous intensity distribution curve is a graphical presentation of the distribution of light 

intensity of a light source, mainly used as a parameter of a reflector lamp or a luminaire. The 

curve is typically represented in polar plots because this format helps users to visualize both the 

orientation and the light distribution of the luminaire.

The luminous intensity distribution of a luminaire depends on the reflector design, shielding 

type, and lamp-ballast selection.

200

160

120

80

Illuminance
Unit: lx

Illuminance is the total density of visible light illuminating, falling on or incident onto a surface 

from all directions. Standard unit of measurement is lux (lx), which is lumens per square meter 

(lm/m2).

This is the value for the brightness level of a working surface or an area. The illumination 

intensity is represented with isolux-curves.

600

400

200

Light Output Ratio (LOR)

The ratio of the total light emitted by a luminaire to the total light output of the lamp(s) fitted into 

the luminaire. The light output ratio is always less than 1.

It is divided into a Upper Light Output Ratio (ULOR) and a Lower Light Output Ratio (LLOR)

ULOR

LLOR

Beam Angle (°)
Unit: °

The beam angle defines the angular dimension of the light cone from reflector lamps 

encompassing the central part of the beam out to the angle where the intensity is 50% of 

maximum. It is an important parameter reference for spotlights and reflector lamps. 

50%

100%

Luminous intensity
Unit: candela (cd)

Luminous intensity is the luminous flux in a given direction expressed in candelas (cd) as a 

measure of the visibility of a light source.

Most light sources emit the light at different strengths in different directions, the intensity distribution 

must be given for all directions to have a complete description of the light field. The representation 

in a polar-coordinate diagram is called a luminous intensity distribution curve.
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SYMBOL

INFORMATION

Dust Protected
The luminaire provides total protection against 

ingress of dust.

Jet-proof
The luminaire provides protection against 

strong water jets from any direction.

Dust Protected
The luminaire provides protection against solid 

objects up to 1mm.

Splash-proof
The luminaire provides protection against 

water splashing from any direction.

Dust Protected
The luminaire provides protection against the 

ingress of dust in an amount sufficient to 

interfere with satisfactory operation of the 

enclosed equipment.

Splash-proof
The luminaire provides protection against 

water splashing from any direction.

Dust Protected
The luminaire provides protection against the 

ingress of dust in an amount sufficient to 

interfere with satisfactory operation of the 

enclosed equipment.

Jet-proof
The luminaire provides protection against 

strong water jets from any direction.

Dust Protected
The luminaire provides protection against 

fingers or other objects not greater than 80mm 

in length and 12mm in diameter.

Rain-proof
The luminaire provides protection against 

water or rain up to 60 degrees vertical.

MM-Mark
No mounting area and other areas of the 

furniture adjacent to the luminaire should 

exceed a temperature of 95ºC.

For luminaires for discharge lamps and with 

built-in ballast, the temperature at the 

mounting area and adjacent areas of the 

furniture shall not exceed 115ºC during normal 

and abnormal operation with 1.1 times the 

rated voltage and in the case of a ballast fault.

Protection Class II
The luminaire provides protection against 

electrical shock using both the base insulation 

and an additional or reinforced insulation.

Dust Protected
The luminaire provides total protection against 

ingress of dust.

Jet-proof
The luminaire provides protection against 

water from heavy seas or strong water jets 

from any direction.

Dust Protected
The luminaire provides protection against 

fingers or other objects not greater than 80mm 

in length and 12mm in diameter.

IP20/IP23
Both the recessed and exposed portion of the 

luminaire provides protection against fingers 

or other objects not greater than 80mm in 

length and 12mm in diameter.

The exposed portion of the luminaire provides 

protection against water or rain up to 60 

degrees vertical.

European Community Mark

China Compulsory Certification

NEMKO
Norwegian Mark

SEMKO
Swedish Mark

or
Replace any cracked protective shield
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