
MEGAMAN®

Bedienungsanleitung Manuale d'istruzioni

FOB83500v1-dl/ds, FOB83600v1-dl/ds, FOB83700v1-dl/ds, FOB83700v3-dl/ds

Manual de instrucciones
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FOB83600v1-dl/ds 17W 33W
FOB83500v1-dl/ds 9W 17W
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XCL0417A0v01-dl/ds
XCL1017A0v01-dl/ds
XCL1317A0v01-dl/ds
XCL1317A0v03-dl/ds

XChange Model No. Luminaure
FOB83500v1-dl/ds
FOB83600v1-dl/ds
FOB83700v1-dl/ds
FOB83700v3-dl/ds

OFF

ON
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9/17W
17/33W
33/50W

600 × 60 × 60mm
1200 × 60 × 60mm
1500 × 60 × 60mm

85mA
160mA
240mA

-30°C~+50°C C
C
C
C

712486A/MM12486AFOB83500v1-dl/ds
712487A/MM12487AFOB83600v1-dl/ds
712488A/MM12488AFOB83700v1-dl/ds

L W 

H 

-30°C~+50°C
-30°C~+50°C

55/68W 1500 × 60 × 60mm330mA

604g
1035g
1310g
1315g—FOB83700v3-dl/ds -30°C~+50°C

Light source 
energy efficiency 

class <X>  

FOB83500v1-dl/ds

Type

FOB83600v1-dl/ds

FOB83700v1-dl/ds

FOB83700v3-dl/ds

Number on single-ploe power circuit breakers(CB)

B10

21

14

9

7

B16

34

22

15

12

C10

35

23

15

12

C16

58

38

25

20

Inrush Current
A

14.2

14.0

21.2

Inrush Duration
μs

182.0

250.0

252.0

24.0 276.0

MM CodeModel No.

For use in environments where an accumulation of conductive dust on the luminaire may be expected.

The light source contained in this luminaire shall only be replaced by the manufacturer or his service agent or a similar qua

De lichtbron in deze lamp mag alleen worden vervangen door de fabrikant, zijn 

IP66 IK08220-
240V

50/60
Hz >0.9

DC Input

180-260V  Max. 10A@1.5mm2




