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1.

2

Ensure batteries have been fully charged for 24 hours before initial testing.

?
Power on, GREEN indicator turns on, RED indicator turns off, the self-test program starts to work. Press and hold the test button(4s), GREEN indicator flashes (0.15s on,
0.15s off) 5 times to indicate the program timer is cleared.

Test button: (The battery capacity should be fully charged)

1) Short press the test button 1 time to start the Monthly test(last for 30 seconds)
2) Short press the test button 2 times to start the Half year test (last for 180 minutes)
3) Press and hold the test button (2s) to quit the testing mode (back to normal operation)

When problems detected, the RED indicator will keep flashing as table in point 5 until the problems have been solved and the luminaire have been reset
Duration test:

-Monthly duration test: The test will be carried out on every 30 + 2days after installation.

-Half year duration test: The test will be carried out on every 180 + 5days after installation.

-Duration test will commence only once the battery is fully charged. If a mains supply failure occurs within 24 hours prior to its start, the test will be postponed. Upon the
resumption of the mains supply, the postponed duration test will automatically resume once the battery has been fully recharged. If a mains supply failure occurs during
the duration test, this duration test will be skipped upon the resumption of the mains supply.

LED indicator
LED indicator Device Status Remarks
Permanent Green Standby mode in operation | Mains in operation:

Battery is charging/charged
Indicator OFF Battery in operation Mains disconnected:
(Emergency light ON) % P Emergency mode

Steady flashing Red
(1s on 1s off)

Fast flashing Red
(0 .25s on 0 .25s off)

Battery disconnected Check battery connection

If the battery was fully charged for 24 hours

Low battery capacity before testing, replace a new battery

Light source Check light source connection/Replace a
Permanent Red : :
disconnected/shorted light source
Slow flashing Red - for LiFePO4 battery only | Battery temperature: < -5°C | Wait for the battery temperature back to
(1s on 3s off) or > 55°C and stop charging | normal before continuing to charge
Fast flashing Green Function test in process
(0.25s on 0.25s off) (Self-test in every month)
Slow flashing Green Duration test process
(1s on 1s off) (Self-test in every 6 months)

Disable self-test function

The product's default setting is self-test mode, press and hold test button(8s), GREEN indicator flashes (0.15s on, 0.15s off) 15 times. At this time, if you do not release
the test button, the unit enters the longest emergency mode for 5 seconds, and release the test button to exit the emergency mode, indicating the unit has been switched
to Non-self-test mode.

Notes: a. Same action for Non-self-test mode switch to Self-test mode.

b. The program timer is cleared after each switching.

c. LED indicator in Non-self test mode

LED indicator Device Status Remarks

Mains in operation:

Permanent Green Standby mode in operation Battery is charging/charged

Indicator OFF Baftary in sosration Mains disconnected:
(Emergency light ON) ryinop Emergency mode

Indicator OFF Battery disconnected Check battery connection

Slow flashing Red - for LiFePO4 battery only | Battery temperature: < -5°C | Wait for the battery temperature back to
(1s on 3s off) or > 55°C and stop charging | normal before continuing to charge
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7. RESET
Problem solved:

When there is a problem, the LED indicator switches to RED. After the problem have been solved, please re-connect the battery while the mains power is off. The LED
indicator switches to GREEN after mains power on.

Battery replaced:
Disconnect from mains power. Replaced a new battery, Reconnect to mains power. The LED indicator switches to GREEN.

Press and hold test button(3s) to turn off discharging when main powers is off no matter in self-test or non-self-test mode.

8. IMPORTANT BATTERY INFORMATION:
For best results, it is recommended that the batteries receive an initial charge within the first six months of the manufacture date of the fixture. The manufacture date can
be found on the batteries. In many cases, batteries beyond the initial charge recommendation time frame will recover if fully charged soon after installation. If such a
battery does not recover after a full initial charge, it should be replaced.
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